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Adhesive is generally accepted to be the most expensive raw material for making wood composite.
Rising prices of petroleum and great uncertainties of its future supply, however, caused the forest product
industry to focus on the necessity of self-sufficiency and the development of adhesives from natural or
renewable raw material. A process, which converted the lignocellulosic materials into panel boards without
using of synthetic resin binders, has been developed and patented by Shen in the mid eighties [1]. Studies on
manufacturing process of binderless board have been conducted for years. Considering that no synthetic
adhesive was applied, the bonding performance of binderless boards was greatly affected by the chemical
changes of materials during manufacturing process. It was believed that degradation of hemicelluloses
during steam and heat treatments play an important role in the self-bonding of binderless boards [1].
However, the self-bonding mechanism during steam and heat treatments has not been completely elucidated
so far.
In recent years, non-wood lignocellulosic materials have been considered to produce various
composite products. These resources are abundantly available in many countries; including residues from
annual growth plants [2]. In general, physical and chemical characteristic and structures of non-wood
lignocellulosic materials are different from those of wood. Non-wood lignocellulosic materials, which are
usually rich in hemicelluloses, are supposed to be potential materials for binderless boards production
[3][4][5].
The objective of this study was to investigate the chemical changes of non-wood lignocellulosic
material during steam-injection pressing and hot-pressing treatments, in order to characterize the
self-bonding of binderless boards. Kenaf (Hibiscus cannabicus L.) core and sugarcane (Sugarcane
officinarum L.) bagasse were used as raw materials of binderless particleboard. The raw materials and its
boards were analyzed for extractives, holocellulose, cellulose, and lignin. The neutral sugar composition of
the water-soluble fraction was determined using an alditol-acetate method, while the lignin was analyzed
using pyrolysis coupled to gas-chromatography-mass spectrometry (Py-GC-MS). Furthermore, the effects
of chemical changes on the self-bonding performance and dimensional stability of binderless boards were
discussed. Considering the chemical characteristics of non-wood materials were different from those of
wood, it was necessary to discuss the role of cinnamic acids during steam and heat treatments.
Chemical analysis of kenaf core binderless particleboards showed that hemicelluloses, lignin and
cellulose were significantly degraded during steam treatment. The partial degradation of those chemical
components by mild steam-injection treatment increased the bonding performance (see Fig.l) and
dimensional stability of the binderless board. Neutral sugar composition of water-soluble polysaccharide
from hot-pressed boards was relatively similar with that of untreated kenaf core. In addition, analysis of
lignin showed that syringyl/guaiacyl (S/G) ratio of hot-pressed board was not significantly different with that
of untreated kenaf core. Compared with steam-injection pressing, the conventional hot pressing caused a
lower degree of degradation of chemical components [6]. The hot-pressed kenaf core binderless board
showed poor bonding performance. These results indicated that even though the hot pressing treatments also
caused degradation of chemical components, but not to a significant degree to improve their binding ability.
Similar trends to the kenaf core were observed for bagasse binderless boards [7].
Cinnamic acids, as postulated for cell wall of grasses/non-wood lignocellulosic materials, were
identified by Py-GC-MS analysis with presence of tetra methyl ammonium hydroxide (TMAH) as
methylating agent. The ratio of S/G and cinnamic acids/guaiacyl (C/G) decreased with an increase in
pressing time and steam-pressure, indicating the modification and degradation of lignin has occurred [8].
The results showed that some parts of ester-linked cinnamic acids were cleaved due to the degradation of
hemicelluloses and lignin during treatment. It was also found that there was correlation between decreasing
of the C/G ratio and shear strength of binderless kenaf core composites [8]. In order to obtain the optimum
conversion of chemical components, the proper control of high-pressure steam treatment became
significant. In this study, the optimum bonding properties of kenaf core composites was obtained after
steaming at 0.8-1 MPa for 10-15 min.
31
~~A-BSTRACTS (PH 0 FOR GRADUATE SCHOOL OF AGRICULTURE)
0.6 0.6
ca 0.5 I I ca 0.5 iD. D.:Eft 0.4 I f ~0.4 k'0 ! 'aC c
.8 0.3
.8 0.3
'i • HP 190 Qe, 20 min) 'iE 0.2 • SP 0.6 MPa, 20 minJ E 0.2ASP 0.8 MPa, 20 minCI)
<> SP 1 MPa, 7 mn) CI)
.s 0.1
*
o SP 1 MPa, 10 min! .s 0.1
*6SP 1 MPa, 15 min
• SP 1 MPa, 20 min0 0
0 50 100 150 200 250 300 0 5 10 15 20 25 30 35 40
Increase in hot water extractive (%) Decrease in hemicellulose (%)
0.6 0.6
ca 0.5 I I ca 0.5 I fID. D.:Eft 0.4 I f ~ 0.4 f!'0 1 '0C c
.8 0.3 .8 0.3
'i 'iE 0.2 c 0.2
CI) G;
.s 0.1 .s 0.1
• •
0 0
0 5 10 15 20 0 5 10 15 20 25
Decrease in Klason lignin (%) Decrease in cellulose (0/0)
Fig. 1. The effect of chemical changes by steam and heat treatments on internal bond strength of kenaf
core binderless boards. The corrected density of binderless boards was 0.5 g/cm3• HP, hot
pressing; SP, steam-injection pressing
Thus, it was found that chemical components of non-wood materials degraded significantly in varying
degree during steam and heat treatments. Not only hemicelluloses, other chemical components of
non-wood materials were also degraded during treatments. The partial degradation of those chemical
components by mild steam-injection treatments increased the mechanical properties of the binderless
boards, and gave better quality than those made by hot-pressing treatments. In addition to three major
components, the cinnamic acids also contributed in the self-bonding mechanism of non-wood lignocellulosic
binderless boards.
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